VALVES

2022-03-11

Pump ball valve

- Female thread 1%" to 172"
alternatively compression fitting

- Union nut

- Hexagon fitting or lever

- Key grip

Description

Pump ball valve.

Construction

Ball valve with screwdriver slot/hexagon fitting alternatively lever
to operate the valve. Connections, see chart. Key grip.

All models except 503200
Body in brass and ball in brass, gaskets in EPDM or PTFE.

Model 503200
Dezincification resistant brass, o-ring and double stem gaskets in
PTFE. Gasket in NBR.

Maintenance

The ball valve must be operated periodically,
two to three times a year.

Technical data
All models except 503200

Body, nut Brass CW617N
Ball seal PTFE or EPDM
Stem gasket PTFE or EPDM

Model 503200

Body, nut Nickel-plated dezincification
resistant brass CW625N

Ball seal PTFE

Stem gasket PTFE

Gasket NBR

Maximum working pressure: 10 bar
Maximum working temperature: +90°C
Minimum working temperature: +2°C

Subject to technical changes and corrections without notice
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[tem number  Description Connection thread  Length L  Centrum height H Weight (kg)
0405032003 Pump ball valve 503200, 2"F x 1 1/4"F 2"Fx11/4"F 72,5 45 0,56
0440250001 Pump ball valve 4025, 1 1/2"F x 1"F 1T12"Fx1"F 43 25,5 0,28
0440190025 Pump ball valve 190, 1 1/2"F x 1"F, lever 112"Fx1"F 81 61,5 0,63
0440190032 Pump ball valve 190, 1 1/2"F x 1 1/4"F, lever 11/2"Fx11/4"F 83 64 0,72
[tem number  Description Connection thread  Length L  Centrum height H Weight (kg)
0432220001 Pump ball valve 3222, 1 1/4"F x 22CU 11/4"F x 22CU 47 19 0,25
0440220001 Pump ball valve 4022, 1 1/2"F x 22CU 11/2"F x22CU 49 21,5 0,27
0440280001 Pump ball valve 4028, 1 1/2"F x 28CU 11/2"Fx 28CU 49 22 0,30
0440190028 Pump ball valve 190, 1 1/2"F x 28CU, lever 11/2"Fx28CU 89 61,5 0,68
All dimensions in millimetres Subject to technical changes and corrections without notice

2/2 lmpel IMPEL AB o TEL: +46 42 37 89 80 * INFO@IMPEL.SE



