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Description
Ball valve.

Construction
Ball valve in nickel-plated brass with full flow (bore), gaskets in 
PTFE and NBR. Connection female thread 3/8"- 1 1/2". Lockable 
lever, padlock not included.

Marking
DN, PN, company logotype and manufacturing country.

Maintenance
The ball valve must be operated periodically, 
two to three times a year.

Technical data
Body			   Nickel-plated brass CW617N
Ball seal			   PTFE
Stem gaskets		  PTFE and NBR

Maximum working pressure: see chart
Maximum working temperature: +110ºC
Minimum working temperature: -10ºC
Kv-value: see chart

- Female thread 3/8"- 1½"
- Full flow valve
- Double stem gaskets
- Lockable

Ball valve 954L

Item number Description Connection 
thread A

Length 
L

Centrum height 
H

Bore 
Ø

Max pressure 
(bar)

Kv
(m3/h)

Weight (kg 
per piece)

0495410000 Ball valve 954L-10, 3/8"F, lever, lockable 3/8"F 44 43 10 50 15 0,12

0495415000 Ball valve 954L-15, 1/2"F, lever, lockable 1/2"F 50 46 15 50 20 0,17

0495420000 Ball valve 954L-20, 3/4"F, lever, lockable 3/4"F 57 46 20 50 45 0,25

0495425000 Ball valve 954L-25, 1"F, lever, lockable 1"F 70 64 25 40 60 0,46

0495432000 Ball valve 954L-32, 1 1/4"F, lever, lockable 1 1/4"F 80 64 32 40 100 0,69

0495440000 Ball valve 954L-40, 1 1/2"F, lever, lockable 1 1/2"F 90 75 40 32 170 0,99
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