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COMPONENTS FOR DOMESTIC & HEATING SYSTEMS

Check valve strainer 36 and 38

- Stainless or acid-proof steel
- Male thread %"- 4"
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Description Technical data
Check valve strainer. Body model 36 Stainless steel AISI 304
Body model 38 Stainless acid-proof steel AISI 316

Construction

) , For pressure and temperature, see separate product sheet
Check valve strainer with mesh, see table.

for check valve 35 and 37.

Model 36 - Spare part to check valve 35. 7 A
in stainless steel, connection male thread 3/8" - 4".

i

Model 38 - Spare part to check valve 37.
in acid-proof steel, connection male thread 1/2" - 2". H

Maintenance

The check valve strainers should be cleaned when needed.
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[tem number  Description Connection thread Diameter ~Height  Mesh Weight
A (4} H (kg per piece)
0536010000 | Check valve strainer 36-10, model 35, 3/8"M 3/8"M 19 55 1 0,01
0536015000 | Check valve strainer 36-15, model 35, 1/2"M 12"M 22 55 1 0,02
0536020000 Check valve strainer 36-20, model 35, 3/4"M 3/4"M 28 62 1 0,03
0536025000 | Check valve strainer 36-25, model 35, 1"M 1"M 36 Al 1 0,03
0536032000 | Check valve strainer 36-32, model 35, 1 1/4"M 11/4"M 43 80 1 0,05
0536040000 | Check valve strainer 36-40, model 35, 1 1/2"M 11/2"M 49 90 1 0,06
0536050000 | Check valve strainer 36-50, model 35, 2"M 2"M 60 101 1 0,09
0536065000 | Check valve strainer 36-65, model 35, 2 1/2"M 212" 79 m 1.8 0,14
0536080000 | Check valve strainer 36-80, model 35, 3"M 3"M 92 125 1,8 0,17
0536100000 | Check valve strainer 36-100, model 35, 4"M 4"M 15 144 1,8 0,25
0538015000 | Check valve strainer 38-15, model 37, 1/2"M 12"M 22 55 1 0,02
0538020000 Check valve strainer 38-20, model 37, 3/4"M 3/4"M 28 62 1 0,03
0538025000 | Check valve strainer 38-25, model 37, 1"M 1"M 36 Al 1 0,03
0538032000 | Check valve strainer 38-32, model 37, 1 1/4"M 11/4"M 43 80 1 0,05
0538040000 | Check valve strainer 38-40, model 37, 1 1/2"M 11/2"M 49 90 1 0,06
0538050000 | Check valve strainer 38-50 model 37, 2"M 2"M 60 101 1 0,09
All dimensions in millimetres Subject to technical changes and corrections without notice
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