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Description
3-way ball valve with reduced bore.

Construction
Three-way horizontal ball valve with reduced bore and L-port or 
T-port ball. Gaskets in PTFE and FPM. Connects with female 
thread 1/4" – 2". Washer with direction indicator.

Marking
DN, PN and “L" or “T" on handle.

Maintenance
The ball valve must be operated periodically, 
two to three times a year.

Variants
Red or blue handle on T-port model 3/8". The 1" T-port model is 
also available with a 180° reversed ball.

Technical data
Body			   Nickel-plated brass CW617N
Ball seal			   PTFE 
Stem gaskets (1/4"– 1 1/4")	PTFE and FPM
Stem gaskets (1 1/2"– 2")	 FPM/FPM

Maximum working pressure: 40 bar
Maximum working temperature: +100ºC
Minimum working temperature: –10ºC

- Female thread ¼"– 2"
- L-port or T-port ball
- Double stem gaskets
- Horizontal model

Three-way ball valve 7620
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Three-way ball valve 7620

Item number Description Connection 
thread A

Length 
L

Centrum height 
H

Lever 
B

Weight 
(kg per piece)

0476201080 Ball valve 7620L-8, 1/4"F, handle, L-bore 1/4"F 38 52 115 0,66

0476201100 Ball valve 7620L-10, 3/8"F, handle, L-bore 3/8"F 38 52 115 0,64

0476201150 Ball valve 7620L-15, 1/2"F, handle, L-bore 1/2"F 41 52 115 0,63

0476201200 Ball valve 7620L-20, 3/4"F, handle, L-bore 3/4"F 45 55,5 115 0,86

0476201250 Ball valve 7620L-25, 1"F, handle, L-bore 1"F 53 64 150 1,48

0476201320 Ball valve 7620L-32, 1 1/4"F, handle, L-bore 1 1/4"F 60 76,5 150 1,99

0476201400 Ball valve 7620L-40, 1 1/2"F, handle, L-bore 1 1/2"F 71 93,5 240 3,66

0476201500 Ball valve 7620L-50, 2"F, handle, L-bore 2"F 82,5 103,5 240 5,73

Position 1 Position 2 Position 3

Position 4

Position 1 Position 2

7620 L-port ball

7620 T-port ball

To use position 3 and 4, disassemble the handle from the stem. Turn the stem 90°, and reassemble the handle according 
to position 4.

Item number Description Connection 
thread A

Length 
L

Centrum height 
H

Lever 
B

Weight 
(kg per piece)

0476202080 Ball valve 7620T-8, 1/4"F, handle, T-bore 1/4"F 38 52 115 0,66

0476202100 Ball valve 7620T-10, 3/8"F, handle, T-bore 3/8"F 38 52 115 0,64

0476202150 Ball valve 7620T-15, 1/2"F, handle, T-bore 1/2"F 41 52 115 0,86

0476202200 Ball valve 7620T-20, 3/4"F, handle, T-bore 3/4"F 45 55,5 115 1,48

0476202250 Ball valve 7620T-25, 1"F, handle, T-bore 1"F 53 64 150 1,99

0476202251 Ball valve 7620T-25, 1"F, handle, T-bore 180 1"F 53 64 150 1,99

0476202320 Ball valve 7620T-32, 1 1/4"F, handle, T-bore 1 1/4"F 60 76,5 150 3,66

0476202400 Ball valve 7620T-40, 1 1/2"F, handle, T-bore 1 1/2"F 71 93,5 240 5,73

0476202500 Ball valve 7620T-50, 2"F, handle, T-bore 2"F 82,5 103,5 240 8,44
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