COMPONENTS FOR DOMESTIC & HEATING SYSTEMS

Union fittings

- Dezincification resistant brass or brass
- Male or female thread

Description
Union fitting.

Construction

Union fitting in brass or dezincification resistant
brass. Key grip.

Maintenance

Union fittings are usually maintenance-free but should be
inspected periodically.

[tem number Description

2020-03-17

Technical data

Flange Brass CW617N

Nut Brass CW617N

Model 6911

Flange Dezincification resistant brass CW625N
Nut Brass CW617N

Maximum working pressure: 16 bar
Maximum working temperature: +120°C
Minimum working temperature: 2°C

Connection A Connection B~ Weight (kg per piece)

0112270402 Union fitting 12270, 1 1/2"F x 3/4"F 11/2"F 3/4"F 0,10
0412270403 Union fitting 12270, 1 1/2"F x 1"F 11/2"F 1"F 0,10
0412280401 Union fitting 12280, 1 1/2"F x 1/12"M 11/2"F 112"M 0,15
0412280403 Union fitting 12280, 1 1/2"Fx 1"M 11/2"F 1"M 0,17
0169000011 Union fitting 6911, 2"F x 1 1/4"F 2"F 11/4"F 0,30
0169000014 Union fitting 6914, 2 1/2"F x 1 1/2"F 212"F 11/2"F 0,31

All dimensions in millimetres

Subject to technical changes and corrections without notice
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